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Mud shall not Se tracxed oif the construction site or improved
roads.

Srading operations shall cease in the event that a danger
of tracking mud offsite exists. The site shall be claaned up and
road right-of-way swept clean when necessary.

The TRPA shall be provided wraitten notification when the work on
the project is complete.

Mo work activity shall e allowed during any holiday which would
adversely affect traffic on the adjacent rocads.

At least one (1} parking space 12' wide shall be appropriately
located and signed for the use of vehicles with handicapped
persons. The location of said space shall be approved by the
TRPA gricr tz the start of constructicn. The two reguirad signs
shall conferm with the Caltrans standard sign specificaticas G-81.

Facilities shall be provided for bicycles adeguate to securs at
least ten (10) fulle-size bicycles. The bicycls facility shall be
secured to tha ground or building to provide adequate security.
The location and type of storage facility shall be submittad to

the TRPA for review and approval prior to the start of coastIuc~
tion.

‘

Physical barriers shall be provided to confine vehicles to theirx
designated parking arzeas and driveways. The type and locaticn of
these barriers shall be submitted to the TRPA fcr review and
approval prior to the start of coastruction.

This approval does not include approval of any zr:ivats signs

other than cthose shown on the final construction crawings ap-
proved by Agency staff.

This approval does not include approval for any cutdoor lighting,
axcept as may be shown on the final construction drawings ap=
aroved by Agency staff.

All construction equipment shall te equipped with appropriate
wufflezs and all construceion activities snail occur only between
® a.m. and 7 p.m.

As zart of the final construccion drawings, the agplicants shall
SUDMIC %3 Agency staif a {orest =anagement progranm. ?hig program
shall te subject tc review and approval by Agency staff.

At the time when the foundation inspection is requested of the
tscal suilding department, the Agency must be notiiied and

recuested to inspect the site. At the time of this inspection,
2il drainage and slope stabilization improvements sSnown on the




